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NOTES:
 
LEAD LENGTH 15" +/- 0.5" FROM TOP OF TERMINAL SEAT
26 AWG RED = +Vcoil
26 AWG BLACK = RETURN
26 AWG PURPLE = TRIP DELAY/DISABLE
26 AWG ORANGE = CURRENT SENSE POWER
26 AWG WHITE = CURRENT SENSE OUTPUT
26 AWG BLUE = Rx CONNECTION
26 AWG YELLOW = Rx CONNECTION
 
METRIC DIMENSIONS FOR REFERENCE ONLY
 
WEIGHT: 150 GRAMS MAX
 
SEE PRODUCT DATA SHEET FOR PERFORMANCE SPECIFICATIONS

OBSERVE PROPER POLARITIES FOR CONTROL LINES
UNTERMINATED WIRES - USE ESD HANDLING PROCEDURES

MOUNTING - 2 PLCS (HARDWARE NOT SUPPLIED)
2 X M4 BOLT, LOCKWASHER AND WASHER
TORQUE: 20 IN-LBS (2.3 NM) MAX
 
LOAD TERMINALS-2 PLCS (HARDWARE NOT SUPPLIED)
2 X M5 BOLT, LOCKWASHER AND WASHER
TORQUE: 30-40 IN-LBS (3.4 TO 4.5 NM)
DEPTH: 7 THREADS MAX

CURRENT INTO +A1 TERMINAL
FOR SENSOR OUTPUT VOLTAGE
INCREASING >2.5VDC
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